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EXISTING TYPICAL CROSS SECTION @
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HMA SHOULDER

AGGREGATE SHOULDER, TYPE B

3.5% SLOPE

AGGREGATE SHOULDER, TYPE B

SLOPE *

SUB-SURFACE DRAINS
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AGGREGATE SUB-BASE, 4

STANDARD REINFORCED PCC PAVEMENT, 11 1/4”

HMA SHOULDER
LEFT & RIGHT TURN LANES
(WITHOUT CURB & GUTTER)
» WHEN THE SE RATE OF THE PAVEMENT IS BETWEEN | 67041 1' TO 12° 212110120 410 TO 4
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SE TRANSITION -~ STA. 2017+06.43 TO STA. 2014+66.43 4.0%
FULL 3.5% SE - STA. 2014+66.43 TO STA. 2007+63.26 . ! .
F THE PAVEM 0%, . ; 57 ; ;
SE TRANSITION - STA. 2007+63.26 TO STA. 2005+23.26 TN e D e e FAVEMENT EXCEEDS 3:0% ¢ l o 1.5% 1.5% 1.5% 2.0 2.0%
———
DIFFERENCE BETWEEN PAVEMENT AND SHOULDER SHALL. = =N
NOT BE GREATER THAN 7.0% !
STA. 2049+50.00 TO STA. 2017+06.43 (D)
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STA. 603+67.14 TO STA. 600+00.00
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AGGREGATE SUB-BASE, 4
HMA_SHOULDER AGGREGATE SHOULDER, TYPE B8 SUB-SURFACE DRAINS STANDARD REINFORCED PCC_PAVEMENT, 11 1/4”
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AGGREGATE SHOULDER, TYPE B M2 SHOULDER | (WITHOUT CURB & GUTTER)
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